
Contents included in kit



How to install a butler door bell kit:

A few handy tips before starting make sure you have your installation site marked out,
both in and outside of the house. Also be sure to use no more cord than necessary, as 
the more taught the length of chord the better the bell pull will work and the more 
vigorously the bell will ring. If you are at all unsure about drilling and fitting you bell 
pull we highly recommend the assistance of a qualified trades person.

 The first step is to screw the pull handle and 2 pieces of rod together.
 Once secured at the 2 joints, the complete rod will need to be threaded through

the 2 wall brackets.
 With the pull handle threaded through the bracket, you will need to attach the 

end cap nut.

 Position the assembled pull handle where you intend to install the doorbell, on 
the outside of your wall. It is important at this stage to make sure the proposed
drill sites, in particular that which will house the pull cord, remain free from 
obstructions both within the wall and the inside of the house.

 Once the bell pull handle has been fixed in position, unscrew the end cap nut. 
Thread the pull cord through tying a knot to anchor the cord from within.

 With the cord secured reattach the end cap. Now you will need to thread the 
cord over the bracket pulley. Using either a thin crochet hook or similar 
continue to pull the cord through the wall in to the house.



 Thread the cord through the primary pulley; the part with the circular back 
plate, this pulley is designed to cover the drill hole leading from the outside of 
the house.

 Fix the pulley to the wall parallel to the cord already attached to the bell pull. 
The primary pulley head also rotates in to a position that should aid you in the 
continued threading of the cord towards the next pulley and the bell itself.

 Should you need to navigate a corner while installing the butler’s bell, the 
pulley with an angled bracket can be attached to ensure the continuation and 
obstruction of the nylon cord.



 Place the bell on the wall, take care to ensure the distance is far enough away 
from the last pulley so that the cord remains taught but not stretched. When 
happy with the position fix the bell in place.

 When attaching the cord to the sprung bell you must make sure that the nylon is 
attached horizontally. If this is not done there won’t be enough tension within the
cord to ring the bell.

FAQ’s
If once installed your bell has a poor sound please check the following:

 The nylon cord is not wrapped completely around any of the pulleys.
 The cord is free from any obstruction and is not too tight between pulleys.
 There is enough tension between the cord and bell spring.


